CONSTRUCTION DETAILS

A. Install NEMA size "6" base mounted cabinet and controller with all necessary
equipment as shown, {(Note: 2-2" and 2-4" (schedule 80) 90° PVC bends).
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G. Install 4" schedule 80 rigid PVC electrical conduit - trenched for service.

H. Install 4" schedule 80 rigid PVC electrical conduit - trenched.

J. Install 4" schedule 80 rigid PVC electrical conduit - bored.

MD 122 IS ASSUMED TO RUN K. instali&'x 30'loop detector encased in flexible tubing (quadrupole 3-6-3).
IN A EAST-WEST DIRECTION

L. Instali microloop probe set with 500'lead-in.
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P. Install 27 steel pole with 70' mast arm, signalheads and sign as shown,
(Note: 1-3" 90° PVC bend).

(. Use existing handhole and conduit to install probes.

R. Use existing electrical handhole.

S. Use existing conduit.

T. Remove existing and controiler cabinet and all attached
equipment. (Foundation shallbe removed 12" below grade).

U. Remove existing steel pole and all attached egtipment.
(Foundation shallbe removed 12" below grade).
L
V. Remove existing sidewalk or monolithic median concrete and
replace after the installation of the proposed signal equipment.

W. Install microloop probe set with 1000' lead-in.

X. Install 4" schedule 80 PVC electrical Ty T
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(SEE SHEET 6 OF 8).

GENERAL NOTES:

1. This plan reflects only those underground utilities
7 @ that were apparent at the time of this location being
asbuilt. A detailed review was not undertaken and this
plan should not be construed as representing all

underground utilities in the area.

2. Any modification to this subject signal should be pre-
ceeded by a thorough identification of all existing
utilities.

3. See General Information sheet for phasing and
wiring details (See sheet B8 of 8).
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PROPOSED UNDERGROUND All pavement markings detailed are proposed and are
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